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1. GENERAL INFORMATION —fkfER

Display Type AMOLED - -
Screen Size R N~F 5.48 Inch Diagonal
Resolution 73}HFHR 1080(W)*3(RGB)*1920(H) Dots -
Module Pg:;é‘ Jj(J?;lsumption 1.94 Watt
Active Area ERXR~F 68.256(W) X 121.344 (H) mm -
M"d*gz;;%gg?*m 70.356(W)x127.35(H)x0.843(D) mm
Technology Type HARIEEL LTPS :
Display Color E/~Fift 16.7M Colors 24bits
Driver IC #E#|I1C CH13721 3
TPIC Al#EIC CST148 -
Interface Mode %1387 39PIN MIPI 4 LANE -
Display mode B~ Normally Black -
Luminance =E 350 cd/m? Typ.
Viewing Direction £ ALL O’clock -
Surface Treatment R IHAbEE Hard Coating -
NTSC i 90% -

www.chinasunyee.com
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2. ABSOLUTE MAXIMUM RATINGS %5 KHiEE

Analog Power supply V(I -0.3 5.5 \Y

Logic Power supply VDDIO -0.3 5.5 A%

(Ta=+25°C,GND=0V)

Note: Functional operation should satisfy the limits in the Electrical Characteristics tables or
Pin

Description section. If the module exceeds the absolute maximum ratings, permanent damage
may occur. Besides, if the module is operated with the absolute maximum ratings for along time, the
reliability may also drop.
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3. MECHANICAL DRAWING
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4.1/0 CONNECTION #i\/&iHiEEEe X

1-3 GND GND GND
4-8 VBAT P Power supply for PM IC

9 GND GND GND

10 OTPV P Power supply for MTP Programming or Erase.
11 TE O Tearing effect pin

12 GND GND GND

13 D3P /O MIPI-DSI data differential signal pins.
14 D3N I/O0 MIPI-DSI data differential signal pins.
15 GND GND GND

16 DOP /O MIPI-DSI data differential signal pins.
17 DON /O MIPI-DSI data differential signal pins.
18 GND GND GND

19 DKP I/O MIPI-DSI data differential signal pins.
20 DKN I/O MIPI-DSI data differential signal pins.
21 GND GND GND

22 D1P I/O0 MIPI-DSI data differential signal pins.
23 DIN I/O0 MIPI-DSI data differential signal pins.
24 GND GND GND

25 D2P /O MIPI-DSI data differential signal pins.
26 D2N /O MIPI-DSI data differential signal pins.
27 GND GND GND

28 RESX I The external reset input for LCD
29 VDDIO P Power Supply for display logic circuit
30 VCI P Power Supply for analog Circuit
31 NC - No connect

32 GND GND GND

TP_AVDD
33 R N i Analog Power for TP
3P3V

34 TP_IOVCC P 10 Voltage supply for TP

35 TP_SDA /O SDA pin forTP

36 TP_SCL /O SCL pin for TP

37 TP_RST I Reset Pin for TP

38 TP_INT /O INT Pin for TP

39 GND GND GND

Note: [=Input; O=Output; P=Power; I/O=Input / Output
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5. ELECTRICAL CHARACTERISTICS H5S%5
5.1 AMOLED Panel Driving Section =~ AMOLED [H #x 3X 53 45

Item Symbol MIN TYP MAX Unit
Logic Power supply VDDIO 1.65 1.80 33 \Y
Analog Power supply VCI 2.65 3 3.6 V
ELVDD Supply Voltage ELVDD B 46 - \Y
ELVSS Supply Voltage ELVSS -5 1 Vv
Interface operating voltage AVDD 4.5 6.4 6.5
Input Signal High Level VIH 0.7*vDDIO I VDDIO V
Voltage Low Level VIL VSS i 0.3*VDDIO \%
Output High Level VOH 0.80*VDDIO _ VDDIO \%
Signal
Vcﬂtage Low Level VOL VSS I 0.20*VvDDIO V
leLvop - 200 i mA
I . & mA
Normal LSS <00
Ivei . 2.1 3.2 mA
Ivopio . 50 70 mA
Ivei , B uA
Stand-by 34
Ivopio - 168 i uA

(Ta=+25°C,GND=0V)
Notel: The input digital voltage is the I/O reference voltage.
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5.2 AC Characteristics 32 W44

5.2.1 MIPI Interface Characteristics

- m@@@%ﬂ%ﬂ%ﬂ%m%m%m%ﬂ%{

t beoreeE

4'—5'1—F1—51—P | Dm nnect,
D51 00+ —J7 : /_\*/é
VIHLPRX(Min.) \ ‘
VILLPRX{Max.) :>_/
DSI DG E g//:% %: :E : : : : : :%: : : : :E:% . !
W
L
NNNNNN - ¥
I}'s.;t E [ i) - :" -
:*—'—*I T, Gt
P11 P01 { LP-10 ! S W b
;rwpr::mf?l"emlna’nn ! High Speed Mode, Enabile Rix Line Temmination ?
- ..'1 'I.I" }

HS Data Transmission Burst

o

: teat Rk seTne y
_’f ‘_ /_ ¥ :‘F{_‘EHK !
VIHLPRX[Min | .l
VILLPRX[Max.) / \‘ : + ‘ -
—.—‘ Ve
D81 CLK+ | | | %\ A y
DSHCLK- | | | —t— e
| ok | b oLk PREPARE 1 LK,
)
Disconnect | L 4 Hs I
mr,alu 1
VIHLFRK(Min.) . }
VILLPRN Mas ) ] I
DS D0+ | %_
DS1.DI- : | ) l’_, =S
bssup ! A - ! |
Clock lanes- High Speed MUd&}u‘fmm Low Power Mode Timing : |

HS clock transmission
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5.2.2 Timing Characteristics I FFHFE
(Ta=+25°C,GND=0V))

Signal | Symbol ‘ Parameter Min. | Typ. | Max. ‘ Unit ‘ Description
Low Power Mode to High Speed Mode Timing
DSI-Dn+/- tipx Length of any low power state period 50 - ns Input
Time to drive LP-00 to prepare for HS

DSI-Dn+/- | tus.PrePare A—— o, 40+4xUI 85+6xUl | ns Input

Time to enable data receiver line termination P
DSIDn+/- | - ts-rermen measured from when Dn crosses Vitmax - parpel | e IRut
High Speed Mode to Low Power Mode Timing

J ] Time-out at display module to ignore transition r

DSI-Dn+/ tHs-skip period of EoT 40 55+4*U|: , ns . |T"IpLI‘l
DSI-Dn+/- ths-ExiT Time to drive LP-11 after HS burst 100 - 'nls_ Input

Time to drive flipped differential state after last y .
CigkEangi- ths-TRAIL payload data bit of a HS transmission burst GosAR ) il opu
High Speed Mode to/from Low Power Mode timing

Time that the MPU shall continue sending HS
DSI-CLK+/- teik-ros clock after the last associated data lane 60+52x=Ul B ns Input

has transition to LP mode
Time to drive HS differential state after last ?
DSI-CLK#/- | fowcmran payload clock bit of a HS transmission burst B0 ) ne gt
DSI-CLK+/- tus-exiT Time to drive LP-11 after HS burst 100, - ns Input
Time to drive LP-00 to prepare for HS
DSI-CLK+/- | tcik-PREPARE frafismeesion N 38 95 ns Input
Time-out at clock lane display module4e, |’
DSI-CLK#/- | toucTermen enable HS transmission - ) i e Inpet
DSI-CLK+/- tcLk-PREPARE Minimum lead HS-O drive period pefore™, 300 ) - Input
+eik-zero starting clock ; !

Time that the HS clock shall be driven prior t

DSI-CLK+/- teLk-prRE any associated data lane begihning the gxUl - ns Input
transition from LP to.HS mode
5.2.3 Display RESET Timing Characteristics 2 & i PR
VDDIO=1.65to 3.3V, VDD=2.7 to 3.6V, AGND=DGND=0V, Ta=-40 to 85C
shorter than 5us
RSTE tRESW
ol /
tREST

Internal Status Normal Operation

i [ Initial Condition
Resetting X_ . Uy, lripo

Reset input timing

Signal Symbol Parameter Min. Typ. Max. Unit Description
Reset “L" pulse width )
tRESW (Note 1) 10 = 5  HSY [ o -
} : : " When reset applied during Sleep
REIB {REST Reset complete time ? L™ In Mode
(Note 2) 3 } 1_2-'0' 2 grics When reset applied during Sleep
Out Mode

Timing Parameters
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Notel.Spike caused by an electrostatic discharge on RESX line does not cause irregular system reset according to
the table below.

RSTB Pulse Action

Shorter than 5us Resei Rejected
Longer than 10us Reset
Between 5pus and 10us Reset Start

Note 2: During the Resetting period, the display will be blanked (The display is entering blanking sequence, which
maximum time is 120 ms, when Reset Starts in Sleep Out —mode. The display remains the blank state in Sleep
In—mode)

and then return to Default condition for H/W Reset.

Note 3: During Reset Complete Time, values in OTP memory will be latched to internal register during this period.
This

loading is done every time when there is H/'W Reset complete time (t REST ) within 5ms after a rising edge of RSTB.

Note 4: Spike Rejection also applies during a valid Reset pulse as shown below:

iQus

Reset is accepted

wil; 10us
L

>

};Dns Less than 20ns width positive spike will be rejected

Note5. It is necessary to wait Smsec after releasing RESX before sending commands.Also Sleep Out
command can not be sent for 120msec.

5.2.4 TE Timing Characteristics
Model , TheTearingEffectOutputlineconsistsof V- Blankinginformationonly.

twdl tvdh

- - L

Tvdh = The display is not updated from the frame memory.

Tvdl= The display is updated from the frame memory.
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5.3 Recommended Operating Sequence H#EFERIER FF

5.3.1 Display Power on / off Sequence

Power On Sequence

5 g fi= Omis
YDDIO/ OV /S —b
VDDAM/VDDR™ | /

=Sms i >

rRSTB WY S

LP-11

MIPI lane

AVDD oV

v

OLED_EN

SWIRE w

ELVDD

ELVSS L \

Power Off Sequence

VDDIO/

VDDAM/VDDR P
i>0msi\__0v.

vl

-
VPWR ol
\ oV

RSTB

i
Display off+Slgepy__ji
SELE )

MIPI lane

AVDD

I ' A

OLED_EN
— v
o

SWIRE

ELVDD
v

o

ELVSS

Fig 2 Power off sequence

Note1: t; is Power off Delay time, is controlled byAVDD_OFT[7:0];
Note2: VPWR is the power of Power IC for AVDD/ELVDD/ELVSS;

5.3.2 Brightness contro
Use “ command 510 0h, dataxxh” to adjust the Manual Brightness value of the display:
In principle relation ship is that 0 0 h value means the lowest brightness and FFh value

means the highest brightness.

Address 1250
Date Type Description
Inst/Para R/W MIPI Other yp p
BRTCTRL W 51h 5100h Hex Value form 0~255(FF)

www.chinasunyee.com Hi 1% : 400-660-3306 Page: 12 /27
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6. OPTICAL CHARACTERISTICS Jt224%1

Item Symbol| Condition | Min Typ Max | Unit Remark
:1) 80 2
. o5 80 - Note2 .
View Angle CR=10 Degree| Test Equipment:
aL 80 z CS2000A
R 80 -
Note1
Contrast Ratio CR 8=0° | 100000 MOl
Test Equipment:
CS2000A
Ton Note1
Response Time 25¢C s mg |Toled
Tiee Test Equipment:
AdmesyMSE
X 0.280) | (0.305) | (0.320)
i ¥ l:lTJI EQSJ (D 3 5} 0.335
(0.285) | ©.315) | (0.335) Test Equipment:
X (0.625) | (0.655) | (0.685) CS2000A
Chromaticity - - - can be modified
el X {0.210) | (0.250) | (0.290) according to
¥ (0.670) | (0.710) | (0.750) customer demand
X (0.105) | (0.135) | (0.165)
Blue
¥ (0.030) | (0.060) | (0.090)
MNote1
Uniformity u 75 % NoteB
Test Equipment:
CS20004A
NTSC a0 % [MNote5
Note1
Luminance L | Normal | 280 | 350 | 420 |came|NO®T
Test Equipment:
CS2000A
Note8 .
Cross-Lolk 5 o, |Test Equipment:
CS520004
Gamma=2.2+0.2
Gamma 2.0 22 2.4 TestEquipment:
C520004

Test Conditions:

The ambient temperature is 2 5 C.

1. The test systems refer to Notel and Note2.
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Notel: Definition of optical measurement system. The optical characteristics should be measured in
darkroom. The optical properties are measured at the center point of the AMOLED screen. All input
terminals AMOLED panel must be ground when measuring the center area of the panel.

S0em

Fig. & Measurement illustration

Note 2: Definition of viewing angle range and measurement system.

D=
Normal line 1 T
12 o'clock direction
B=d=0"
o | /l
— e
e + - U A
P e ¥ i
L 2

e -

| 2" ActiveArea 7 7

®=180° e
g

FPC 4

" p=270°
6 o'clock direction

Note 3: Definition of contrast ratio X7 bt & 1 5E X

Lumin ance measured whenLCDis onthe "white" stat

Contrast ratio(CR)= _ _
Luminance measured whenLCDis onthe "Black" stat
“White state “:A state where the AMOLED should be driven by Vwhite.
“Black state” : A state where the AMOLED should be driven by Vblack.

Note4: Definition of response time

The response time is defined as the AMOLED optical switching time interval between “ White”
state and “ Black ” state. Rise time (TON) is the time between photo detector output intensity
changing from 10% to 90%. And fall time (TOFF) is the time between photo detector output
intensity changing from 90%to 10%.

T':G TQG -r'éﬂ T1’J
— T M = T e
T 1 L
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Note 5: Note 5: Definition of color chromaticity (CIE1931)
Color coordinates are measured at the center point of AMOLED.

Note 6: Definition of luminance uniformity

Active area is divided into 9 measuring areas (Refer Fig. 2).

Every measuring point is placed at the center of each measuring area.
Luminance Uniformity(U) = Lmin / Lmax

L------ Active area length W----- Active area width

W
- e - e ‘

I

r

R

Fig. 2 Definition of uniformity
Lmax: The measured maximum luminance of all measurement position.
Lmin: The measured minimum luminance of all measurement position.

Note 7: Definition of luminance:
Measure the luminance of white state at the center point.

Note 8: Cross Talk

A. Measure luminance at the position, PO.
B. Calculate crosstalk as below equation.

-]
™

(a) Lw_orr, Ls_orr measuring pattern

Lv_vg?l:‘}: m&i\ﬁ4
-OFF4

L= 81 I:éiLa‘*Lw
BﬁOFF4 o
S | ¥ b
crosstalk= Jhw ov L ord x100% (=510 8) A RO Ave
L A
W _ OFF W
| LBi ON# LB OFFl .
crosstalk= —>>*——=>*" x100% (=510 8)
LB_OFF (b) Lw on. Ls o measuring pattern

www.chinasunyee.com HL i : 400-660-3306 Page: 15 /27



http://www.chinasunyee.com

RZEMR F 9 T H E MR A B A F
VIEWEC SHEN ZHEN VIEWE TECHNOLOGY CO., LTD

&

7. RELIABILITY B FEMES2i8H7E

High Temperature Storage Ta =+70°C / 120Hours Notel,2,3
el AT i
Low Temperature Storage Ta =-30°C /120Hours Notel,2,3
iR A7 1
High Temperature Operating Ta =+60°C /120Hours Notel,2,3
i LAE
Low Temperature Operating Ta =-20°C / 120Hours Notel,2,3
iR TAE
Temperature Cycle storage -20°C/30min A+70°C /30min for 30cycles, Transfer time Note2,3
Test &#ahis less than 10min
Thermal humidity storage Test 60°C x 90%RH / 120Hours Note2,3
e, e AT il
Electro Static Discharge C=150pF, R=330Q , 5points/panel IEC61000-
(Operation) Air: £8KYV, Stimes; 4-2
FrECE (O Contact: + 4 KV, 5 times; GB/T17626
( Environment: 1 5C~35C,30%~60%,86Kpa~10 2
6 Kpa) .
Package Vibration Test Frequency: 10Hz~55Hz,Amplitude:1.5mm, 1 hrs for Note2
HAEE D) each direction of X, Y, Z
Packing shock test Drop to the ground from 60cm height, Note2
£ 25 W% 1 corner, 3 edges, 6 surfaces.

Inspection after Test RY G E:

Notel:Ta is the ambient temperature of samples.

T 1:Tafe A i (1 AR

Note 2: In the standard condition, there shall be no practical problem that may affect the display
function. After the reliability test, the product only guarantees operation, but doesn’t guarantee all the
cosmetic specification.

2 EFRHESRAT T, AMFAE R SO /R DhRE R S br ir) e AT EEPEI S, P RIEZ AT
AR, ABAERUES™ it (1 T KA o

Note 3: Before cosmetic and function tests , the product must have enough recovery time, at least 2
hours at room temperature.

3. AEBAT AP D REMNAZ /T, 77 b AUH B IR I (], 72 %R T 202/

Note 4: In case of malfunction defect caused by ESD damage, if it would be recovered to normal
state after resetting, it would be judged as a good part.

4. WRESDIIA S HUBESIE, R EE R RE AR, WHE N R EA1T.
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8. Specification of Quality Assurance JiE{RIEMTE:

8-1. Purpose H )
This standard for Quality Assurance should affirm the quality of Display module products to supply to
purchaser by VIEWE.
A B RAUEFR HE N A A VIEWE [ SEJ7 (I () S 7 A H 7 ol 1) it

8-2. Standard for Quality Test J5i & 46 36 Fr
a. Inspection £ 7
Before delivering, the supplier should take the following tests, and affirm the quality of product.
FEAZTRHT, BRI REBEAT S ARG, RIS i .
b. Electro-Optical Characteristics J; L4714
According to the individual specification to test the product. HRHE AN HUAE XS 7= f gt 473k .
c. Test of Appearance Characteristics #4456 :
According to the individual specification to test the product. HRHE AN % 7= ddt 47903 .
d. Test of Reliability Characteristics FJ & {447 141056«
According to the definition of reliability on the specification for testing products.
AR AR 00X it RS AT FEAE B 2 S
e. Delivery Test ) %
Before delivering, the supplier should take the delivery test. 2252 H, HEHRRTMFEAT H ) 356,
(i) Test method: According to ISO2859-1. General Inspection Level II take a single time.
() R¥E Tk $%1S02859-1. —MAGI — g — Ik
(ii) The defects classify of AQL as following ~ AQL KIS [E 2 2un T
Major defect H KHk[E: AQL=0.65
Minor defect 3 lHp: AQL=2.5
Total defects 4=k [E: AQL = 2.5
8-3. Non- conforming Analysis & Deal With Manners  A>& 4% 73 #1 A b3 7 X
a. Non- conforming Analysis A& 4% #7:
(1) Purchaser should supply the detail data of non- conforming sample and the non- conforming.
(1) K77 BLFEAEAN G AEAE i NS il B TR BT
(i) After accepting the detail data from purchaser, the analysis of non- conforming should be finished in
two weeks.
(i) $EEETTHITEA GRS, ANEA% 2T SLLE 9 J P 56 B
(ii1)  If supplier can not finish analysis on time, must announce purchaser before 3 days.
(iii) A SR R AS RESZ IS T2 L M, A ZIAE 3 R HITIE AN SETT
b. Disposition of non- conforming A& i AL -
(1) If find any product defect of supplier during assembly time, supplier must change the good product for
every defect after recognition.
(1) T SRAE IO AR v R S S P RO AEART 7 RO 3L 2 7 o0 20T B i o i — A R o B 45 e £ 7
(i1) Both supplier and customer should analyze the reason and discuss the disposition of non- conforming

when the reason of nonconforming is not sure.

(i) AAEHEREAHERS, ST X0 R T R IS A 1 b 3.
www.chinasunyee.com HL i : 400-660-3306 Page: 17 /27
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8-4. Agreement items PN I H
Both sides should discuss together when the following problems happen.
I A TR, X7 BEFERR S
a. There is any problem of standard of quality assurance, and both sides should think that must be
modified.
Ji B RUE R HEA L, X7 #A A b AUE 2
b. There is any argument item which does not record in the standard of quality assurance.
A AE TR PRIERR 2K B IETUH .
¢. Any other special problem.

FCAbRFRR 7]

8-5. Standard of The Product Appearance Test 1= /ity /MW S 56 b 1
a. Manner of appearance test #0368 77 2
(1) Ambient temperature: 20-26°C
(2) Humidity: 55 = 10%RH
(3) Ambient light intensity of visual inspection: 800 ~ 1200 lux
(4) Ambient light intensity of function inspection: <<200lux
(5) Viewing Distance: 30 £ 5cm
(6) Viewing angle (tolerance): £30°
(7) Inspection time: 10 32 sec

eyes eyes

10° 10°

612

(=& W o
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(iv) Definition of area XIR5E X:

A. Area: Viewing area. [X3k: WE[X
B. Area: Out of viewing area. [X1dk: NEALE VLA .
(Outside viewing area) (7MW %2 [X 1K)

b. Basic principle: A Ji U

(1) It will accord to the AQL when the standard can not be described.

(i) AT, H545 5 AQL.

(i) The sample of the lowest acceptable quality level must be discussed by both supplier and customer when

any dispute happened.
(i) AR AATEATFUS,  BEN R AR T 250 V8 B I AT 5 52 Jot B 7K B AR .
(iii) Must add new item on time when it is necessary.

(iii) b AHZ IS AT .

c. Standard of inspection A% #FR#E: (Unit: mm)

www.chinasunyee.com Hi 1% : 400-660-3306 Page: 19 /27
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8-6. Inspection specification & 46 i VE
Defect out of viewing area can be neglected FJ L [X 35 LA M 18R g3 7T DL 20

* Densely spaced: No more than two lines within 3mm.

AR 3mm DL ANEE AT .

NO Item Criterion AQL
1.1 Missing vertical, horizontal segment, segment contrast defect.
L1 kIR E . KB BOW HEREBR B .
1.2 Missing character, dot or icon. 1.2 #/DFRF . 5 Ak Ebx .
1.3 Display malfunction. 1.3 &7~
o1 Electrical Testing | 1.4 No function or no display. 1.4 TIEEE T 7R, 0.65
H AR 1.5 Current consumption exceeds product specifications.
1.5 HLIE AR 7 o A
1.6 LCD viewing angle defect. 1.6 ¥ i i 7~ 2 AL A B
1.7 Mixed product types. 1.7 A= fbiRE}
1.8 Flicker 1.8 IN#
Black or White 2.1 White and black or color spots on display = 0.25mm, no more than Five
spots  or Bright spots.
spots or Color spots | 2.1 Eyx#y FIE AEAEIE<0.25 2K, AT 54
0 on LCD (Display 25
only) 2.2 Densely spaced: No more than three spots within 3mm.
LCD bR AELE | 2.2 BEMEE: 3mm AL =AL.
R B R B T
7))
3.1 Round type: As following drawing [##: 41~ EFR
O =(X+Y)/2
Size(mm) Acceptable Q'ty
> X — i ®=0.10 Accept no dense
0.10<®=0.20 3 2.5
® Y 0.20< ®=0.25 2
LCD and Touch T 0.25< ® =030 1
Panel black spots, 030< @ 0
white spots, o
o - * Densely spaced: No Fn.nﬁore‘than two spots w1th1‘n 3mm.
03 Cispiay) AR A 3mT WAL 2 4.
LCD 7l fili 85 7 3.2 Line type: (As following drawing) £&%: (i FEIFrR)
Mo HRG
five (ERRX) Length(mm) Width(mm) Acceptable Q'ty
- W=0.02 Accept no dense
(_\J; L=3.0 0.02<W=0.05 5 2.5
L=25 0.03<W=0.15
—> L. e - 0.15<W Rejection

www.chinasunyee.com
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NO

Item

Criterion

AQL

04

Polarizer
bubbles
Rt AL

If bubbles are visible, judge using black
spot specifications, not easy to find,
must check in specify direction
ARSI, R AR, A
BB, BAUEILTEETT )

Size ®(mm)

Acceptable Q'ty

®=0.20

Accept no dense

0.20< ©=0.50

3

0.50<®=1.00

1.00< @

Total Q’ty

2
0
3

2.5

05

Scratches IJJR

Follow NO.3 -2 Line Type.

06

Chipped glass
ST

Symbols 5

x: Chip length HIRKSE  y: Chip width HLds 5 &

z: Chip thickness 45 &

k: Seal width #1155 % t: Glass thickness B{H§JEE a: LCD side length B¢H§A K
L: Electrode pad length Hi#lz K &

6.1 General glass chip i B F5 A 151
6.1.1 Chip on panel surface and crack between panels :

TR 2R THL (1 50453 R0 T A 2 T P 208 4«

z: Chip thickness

y: Chip width

x: Chip length

Z=1/2t

Not over viewing are

x=1/8a

12t<z=2t

Not exceed 1/3k

x=1/8a

® Unit: mm

© If there are 2 or more chips, x is the total length of each chip
WHRA 2 N2, x REANEI KA
6.1.2 Corner crack A4

X Z

y

z: Chip thickness

y: Chip width

x: Chip length

Z=1/2t Not over viewing area x=1/8a
12t<z=2t Not exceed1/3k x=1/8a
© Unit: mm

© If there are 2 or more chips, x is the total length of each chip
WA 2 NECE 20, x REANERIRP B

2.5
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NO

Item

Criterion

AQL

07

Glass crack

PIERAL

Symbols 5

x: Chip length SR#IHE  y: Chip width #4I%EEE  z: Chip thickness H45 JEE
k: Seal width 3 155 t: Glass thickness B{H§JE A a: LCD side length B{H§A K
L: Electrode pad length HLFRAC &

7.2 Protrusion over terminal | 335 58 Hi ¥ 77

7.2.1 Chip on electrode pad FEMK ALl 45

L

y: Chip width | x: Chip length | z: Chip thickness

y=0.5mm x=1/8a 0<z=t

7.2.2 Non-conductive portion JE5: HL 43

y: Chip width x: Chip length | z: Chip thickness

lIA

y=L x=1/8a O<z=t

© If there chipped area touches the ITO terminal, over 2/3 of the ITO must remain
and be inspected according to electrode terminal specifications.
AN SRAT G 11 X fh 3 1TO 31, WA Z50R B 2/3 (1 ITO, FFARHE sk
Ui AT AT R .
© If the product will be heat sealed by the customer, the alignment mark must mot
be damaged.
AN iR B A, U AERRIC AN A .
7.2.3 Substrate protuberance and internal crack  FEAA S LA P 4L

y: width x: length

y=1/3L X

lIA
®

2.5
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13.2 PCB B¢ FPC | [{4H 1 50 % .

NO Item Criterion AQL
08 Cracked glass | The LCD with extensive crack is not acceptable. 55
PO | AR RGBT Bnds
9.1 Illumination source flickers when lit. J6 ¥ s 2B (A K
Backlight 9.2 Spots or scratches that appear when lit must be judged. 2.5
A2 BT HE B D) B R R 2.5
09 clements Using LCD spot, lines and contamination standards.
G BivvGs o s o 4o
KRS R AN Yebrit 0.65
9.3 Backlight doesn’t light or color is wrong. 15 Y6 B EE AKX .
10 Bezel #HE | Bezel must comply with product specifications. ERAE W AUFF A 72 il LG » 2.5
11.1 COB seal may not have pinholes larger than 0.2mm or contamination.
11.1 COB #HEANFHE KT 0.2 Z KM FLEI5 %
11.2 COB seal surface may not have pinholes through to the IC. 55
11.2 COB %3 K1 ] e 57 HoL 27 1L IC. 25
11.3 The height of the COB should not exceed the height indicated in the assembly 55
diagram.
11.3 COB 1) i AN B 1 R Pic P Bl s ) R 55
11.4 There may not be more than 2mm of sealant outside the seal area on PCB. And
11 PCB. COB
there should be no more than three places. 0.65
11.4 E[V Rl e R AR 85 daf X 3OO ) 35 BRI AN 2 220K ARz =M .
11.5 Parts on PCB must be the same as on the production characteristic chart, 0.65
There should be no wrong parts, missing parts or excess parts.
11.5 BV R BRAR - ) A o 205 28 P e ik I IR AR AR R, A R
EREMBZ REFM
11.6 The jumper on the PCB should conform to the product characteristic chart.
11.6 PCB LI BEERIFT &7 s eIk o
12.1 FPC terminal damage = 1/2 FPC terminal width and can not affect the
function, we judge accept. 55
. - FPC Ui i8R < 1/2 FPC ¥~ 58 2 HAFZ M ThRE, FATHIWHEZ . '
12.2 FPC alignment hole damage = 1/2 alignment area and can not affect the 55
function, we judge accept.
FPC X HEFLAIR < 1/2 XHAETHAR BASBESZ i Dhne, FATHAIMHZ .
13.1 No cold solder joints, missing solder connections, oxidation or icicle.
03 Soldering 13.1 TSR AR EAEAE . 2.5
1% 13.2 No short circuits in components on PCB or FPC. 0.65
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NO

Item

Criterion

AQL

14

Touch Panel
Chipped glass
fifie o AR 3
RSl

Y Zan™=)

Symbols 155

x: Chip length SR#1HE  y: Chip width S4I%EEE  z: Chip thickness H45 JEFE
k: Seal width 3 155 t: Glass thickness B{H§JEE a: LCD side length B{H§A K
L: Electrode pad length HLFRAC &

14.1 General glass chip 18 B FE G5 :

14.1.1 Chip on panel surface and crack between panels:

BT 2 THI AT R B30 B B 1) 4 4%

X

SN

K~

z: Chip thickness y: Chip width x: Chip length

= 1/2 k and not over

Z=t viewing area x=1/8a

© Unit: mm
© If there are 2 or more chips, x is the total length of each chip
WARA 2 ANEEEZ R, x BB PR S

14.1.2 Corner crack:

Xt Y

z: Chip thickness y: Chip width x: Chip length

= 1/2 k and not over

viewing area x=1/8a

N
lIA

© Unit: mm
© If there are 2 or more chips, x is the total length of each chip
IRA 2 ANECEZ R, x AR GRS

2.5
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NO Item Criterion AQL
SIZE(mm) Acceptable Q’ty
O=0.2 Accept no dese
Touch 02<D =04 5
Panel(Fish 04<D =0.5 55
eye. dentand 05<D 0
15 | bubble on film) D
E NG n
R AR - D
<) M
o
Newton ring dimension = 1/2 touch panel area and not affect font and line
Touch Panel ) ) .
. distortion (=2.5%), it is acceptable.
16 Newton ring A " 2.5
i AR RO <l B AR 172, BRI SRR E (<2.5%) , £&H
bR BEARA |
LA 211
Touch Panel
17 Linearity Less than 2.5% is acceptable. f&T 2.5%7& 1] LA#E5Z 1] 2.5
floh 455 e £ 1k
Touch the touch panel, can not see the LCD ripple.
fudBi b 5 5E B AN B EL
18 LCD Ripple | Pen: R 1.0mm silicon rubber 55
LCD /K¥4L | %: R 1.0mm fEI5K. .
Operation Force: 80g
BET: 80g
19.1 Pin type must match type in specification sheet.
19.1 51 AISERL A5 A% 2% A SR AR DL 0.65
19.2 LCD pin loose or missing pins. 0.65
General 19.2 LCD 5| ifAzh B Hk 2% 0.65
19 appearance 19.3 Product packaging must the same as specified on packaging specification
BARAM sheet. 0.65
19.3 77 il BB 2005 B UG 2 B I 1 T '
19.4 Product dimension and structure must conform to product specification sheet.
19.4 7 fiy S G K 6 T 57 it A 3
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9. Handling Precaution #{EEREIN:

9-1 Handling of LCM 4 & . 7~ B (1) 21 2%

Don't give external shock. N2 F| 4K

Don't apply excessive force on the surface. ANELAE R HI i K 7.

Liquid in LCD is hazardous substance. Must not lick and swallow. when the liquid is attach

to your hand, skin, cloth etc. Wash it out thoroughly and immediately.

WS B T B EYI . AMSERICRIA I . AR INE T Bk, A% b
Iy, LRI TS U -

Don't operate it above the absolute maximum rating.

AN L 2 0 f KA B

Don't disassemble the LCM. A ZE{FMELCM

The operators should be grounded whenever he/she comes into contact with the module.
Never touch any of the conductive parts such as the LSI pads,the copper leads on the PCB
and the interface terminals with any parts of the human body.

FAF ARSI Bt . )20 NIRRT A7 32 A LSTAR £ . PCB_E )4 51 2 AT
B Mg 1 S AR AT 3 FL AR A

The modules should be kept in antistatic bags or other containers resistant to static for
storage.

FRER RN FRCAE 77 LA R A o e P 8 P i A

The module is coated with a film to protect the display surface. Be care when peeling off
this protective film since static electricity may be generated.

GRS A DR B AR B 7 3R T o K188 e ORAP BN L/ 0y, RO AT RE 27 AL F

9-2 Storage 17 fifi

Store in an ambient temperature of 25+10°C, and in a relative humidity of 50+10%RH.
Don't expose to sunlight or fluorescent light.

i A7 7E25510°C [ A BEIRLE FS0E10% A0 X T o AN ZLRRFEAERH s AT R o
Storage in a clean environment, free from dust, active gas, and solvent.

EAFAETE T PR, ToARAY . WM SUR IS

Store in anti-static electricity container. {77 P Fk AR+ .

Store without any physical load. JoAT{rT#)2E 51 2 A7

9-3 Soldering &%

Use only soldering irons with proper grounding and no leakage.

Hpefs Fet b . ot s k.

Iron: No higher than 280+10°C and less than 3 sec during Hand soldering.

J&8: FLIERIRE AR T280110°C, B [EAEILIFD,

Rewiring: no more than 2 times.  HLFTE#E: AEHIT2K
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10. PACKAGE DRAWING

14. PACKING SPECIFICATIONS

14.1 INNER BOX SPECIFICATIONS T B D
Tray
* LCD modules per tray (To be updated after customer

e =
_AES approval for new packing.)

“ i \
- TBD
| SIS D éﬁg
P, =5 _::-‘._ r" i = _-:"":'.'.j--."- fg

e g e T
Ten (**) trays with Product :

+ empty tray as cover = Eleven (**)} frays

Stacked in an iImner carton.

M aster carton

Insert four (4) inner cartons within a master carton.
Mazinmom quantity per a master cartom : ¥ ® ¥ x ¥ =%¥¥ppg
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